INSTALLATION AND FIXING INSTRUCTIONS

Right installation and fixing according the instructions means, excellent chimney's performance for a lifetime,

INSTALLATION INSTRUCTIONS

Pipes with socket

» Ducts placed vertically should be placed with the socket on the top

» Horizontal placed ducts for air-conditioning or heating should be preferably
placed contrary 1o the air-stream direction.

» A space of 5 mm minimum must be left between the lower end the upper
duct and the socket of the next one. Above space must be flled with silicon
either in fluid or in prefabricated formed rubber, both well heat-resistant. For
the remaining space, thin mortar must be used,

« Ducts should not be fixed neither on the floor not on the beams or props
for protaction against heat-expansion,

» Ducts used for hot gases exhausting should not be exposed directly on the
fire end at least 2.5m distance must be left, although, their mechanical
properties are not influgnced even at 300°C. For those 2.5m a galvanized or
stainless steel duct must be used,
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Pipes with extra socket

Apply a strip or fluid silicon all around the both sides of the neck of the
socket and place on the lower duct, This ensures the 5 mm space and
prevents |eakage, Repeat the above procedure for the ducts which follow,

COMPRESSED
LAYERS CEMENT

The new, advanced
technology for the production
of high-demanding
construction materials.

FIXING INSTRUCTIONS

Pipes with socket

Fixing of the ducts vertically must be done in such way that everyone will be
supported by its own supporting clips, avoiding charging by its weight the
lower ducts.

In case of horizontal use, ducts must be either fixed on the wall or hung
from the ceiling by appropriate metallic hangers.

Internal wetting of the spigot and the socket of the ducts, before the filling
with mortar is recommended. Plaster or suspension of cement {without
inters) should be avoided.

The CLC products (flat
boards, sheets, ducts ) have
high quality, dimension
stability, high mechanical
strength, water resistance,
resistance to high and low
temperatures and perfect
performance in all weather
conditions
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Pipes wilh extra socket

Both in vertical and horizontal use the fixing procedure is identical to those
with socket (as previously mentioned). The final tightness of the nuts of the
clips or hungers should be done after the completion of the installation of all
ducts.

VENTILATION CUPS

For a regular and unhindered flow of the discharged gases, on the upper
end of the duct a TRASTIC ventilation cup must be placed.

For roofs with normal inclination , the ventilation cup must be placed 40cm
at least above the highest paint of the roof.

Far roofs with small inclination or flat, the position of the ventilation cap
must be 120em above the highest point of the roof, For both cases,
independently of the type of the duct used, in order to simplify the work and
to avoid unnecessary cutting work, it is recommended the upper {last) duct
be without socket.
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Muln-iayer Teinrorced Cement. rortana
cement is enriched with protogenic hardwood
cellulose, special treated with silica
compounds for uninflammability. Also
contains synthetic PVA fibres. This slurry is
infiltrated and develops into thin grid layers.
(Hatchek technology).These layers are
compressed under high and constant
pressure, until desirable thickness and total
cohesion is achieved. After forming the multi-
layer boards are tranfered into a controlled
condition chamber (temperature and
humidity) for maturing.

« Pleasant appearance coincide with the
building architecture
« Unlimited r nce o wind pressure

« 100% ecological
ecologica CLC technology provides 100% ecological,

environment and human friendly products.

Ducts with plain ends (with extra socket)

mple and guick connection
act with the wall
duet at any length
» Lower cost

WITH SOCKET WITHOUT SOCKET

DIAMETER THICKNESS 5 (men) LEKGTH ML m WEIBHT Hg/PCE 3 m
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Fittings (connection accessories) - | l -
« New CLC technology connection sockets
« Tees, bends 90° & 45 5 Applications
« Gas-fume exhausting
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« Air-conditioning
ASBESTOS « Flew pipes for fire-places

“TRASTIC




